
1.00m

1.00m

1.00m

2:1

2% (min.)

2% (min.)

Grade to existing

ground at 2% minimum

Fill with locally sourced

parent material

Stake coir bank fabric

with wooden stakes

Existing parent material

Undisturbed channel bed

2.00m

Coir lifts to start 2.00m back

from edge of rock protection

Coir lifts to be wrapped

1.00m min. under bank

2.00m

Lifts to be constructed in

1m vertical wraps

Stone to be 0.80m - 1.00m

diameter angular stone

Stone Sizing Notes:

1. Stone is to be approved by designer

prior to construction.

2. All stone must be clean of mud and

sediment prior to construction to

prevent sedimentation in channel.

Stone Sizing Specifications

Percent Stone Size (m)

80 0.80m - 1.00m

20

granular 'B' with up to

0.20m aggregates

Little Southwest Miramichi River

Bank Restoration Design

Construction Details

Small Craft Harbours

E. DrostR. JenkinsE. Drost2275113 05 2016
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Disclaimer: The information contained herein may be compiled from numerous third party materials that are subject to periodic change

without prior notification. While every effort has been made by Matrix Solutions Inc. to ensure the accuracy of the information presented at

the time of publication, Matrix Solutions Inc. assumes no liability for any errors, omissions, or inaccuracies in the third party material.
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Typical Bank Construction Details

D1

Typical Bank Construction Details

D2

Typical Turbidity Curtain (Staked)

D3
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